6241B, 6242B, 6243B

300/500V Halojensiz Yassi Tesisat Kablolar
300/500V Halogen Free, Flame Retardant Flat Installation Cables with
Bare Copper Conductor
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Maksimum Maksimum Kisa Aleve Halojenden Diigiik Duman
isletme sicaklig Devre Sicakhgi
Maximum operating Maximum short Flame Retardant Halogen free Low Smoke
Circuit IEC 60332-1-2 IEC 60754-1/2 Emission
IEC 61034-1/2
Ozellikle insanlarin toplu yasadigi binalarda 1. iletken - EN 60228 Sinif 1-2 Bakir, Ciplak Bakir
yangin aninda dumandan ve zehirli gazlardan _ lletken: EN 60228 Sinif 1 - 2 Bakir
dolayi 6lim olmamasi icin kullanilir. 2. lzole : XLPE BS 7655-1.3 Tip GP8
3. Kihf : LSZH Bilesik BS 7655-6.1 Tip LTS2

Especially it is used to prevent deaths caused by
halogen gas and smoke exposed during the fire
in buildings. 1. Conductor : EN 60228 Class 1-2 Copper, CPC Circuit
Protective Conductor
EN 60228 Class 1-2 Copper
2. Insulation : XLPE BS 7655-1.3 Type GP8
3. Sheath : LSZH Compound BS 7655-6.1 Type LTS2

Min. bkdlme yaricapi . 4xD

Maks. calisma sicakhgi :90°C

Maks. kisa devre sicaklig : 250°C BS 7211
Min. bending radius - 4xD

Max. operating temperature :90°C

Max. short circuit temperature : 250°C
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Tesisat

Teknik Ozellikler / Technical Features Kablolar:

20°C ‘de
) iletken DC Direnci Akim Tasima Kapasitesi
Nominal Yaklasik Dis Yaklasik Net | Standart Sevk Ohm/Km) Maks. _

ve Esnek
Kablolar
Instaflation
Cables,
Flexible Wires
and Cords

Kesit (mm?) Cap (mm) |Agirlik (Kg/Km)| Uzunlugu (m)
Conductor DC
Nominal Approx. Approx. Net Standard Resistance at 20°C Current Carrying Capacity
Cross-section | Overall Diam- | Weight (Kg/ Delivery Ohm/Km) Max.

v
F_’VC
TXTre+1re 43X55 38 100 18.1 18.1 10 16 izoleli Alcak
Gerilim
1x1.5re+1re 46X5.7 43 100 12.1 18.1 16 25 Giig
Kablolari
2xTre+1re 4,6 X 8.4 90 100 18.1 18.1 10 16 0.6/1 KV PVC
Insufated Low
2x1.5re+1re 4.8X89 110 100 12.1 18.1 16 25 ggg;;gj Aoy
2%2.5re+1.5re 5.5X10.2 160 100 7.41 12.1 21 34
2x4rm+1.5re 6.1X 11 250 100 4.61 12.1 27 45
2X6rm+2.5re 6.9 X 13.3 360 100 3.08 7.41 35 57 C
2x10rm-+4rm 8.1X 16.1 580 100 1.83 4.61 48 78 B
2x16rm+6rm 9.4x18.5 790 100 1.15 3.08 65 104 i
3xlre+1re 46X 11 120 100 18.1 18.1 10 16 B
3x1.re+1re 48X 115 160 100 12.1 18.1 16 25 D
3x2,5re+1.5re 5.4x13.2 230 100 7.41 18,1 21 34 -
/1
3x4rm+1.5re 6.1X 15.4 360 100 461 12,1 27 45 -
Cabl
3x6rm+2.5re 6.9X17.8 480 100 3.08 7.41 35 57 -
3x10rm-+4rm 8.1X21.6 730 100 1.83 4,61 48 78
3x16rm+6rm 9.3x25.2 1040 100 1.15 3,08 65 104 D
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